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EKSPLOATACINIY SAVYBIU DEKLARACLA
DECLARATION OF PERFORMANCE
Pagal ES statybiniy produkty reikalavimy Ill prieda (CPR), Nr. 305/2011
According Annex lll of the EU Construction Products Regulation (EU) no 305/2011
Nr. DoP-FI-230016-010916
No. DoP- FI-230016-010916

1. Unikalus identifikacijos kodas (produkto tipas):
Unique identification code of the product-type:
230016, weber OutdoorRepair

2. Statybinio produkto paskirtis:

Intended use/s:

Cementinis polimerais modifikuotas skiedinys skirtas betono remontui (rankiniu bidu) pagal 3.1 ir
3.3. principa.

Product intended for structural repair of concrete as polymermodified cementious mortar for concrete
repair according principles 3.1. and 3.3.

3. Gamintojas:

Manufacturer:

Saint Gobain Rakennustuotteed Oy / Weber
PL 70 (Stromberginkuja 2)

00381 Helsinki

Tel. +358 10 44 22 00

Fax. +358 10 44 22 295

www.e-weber.fi

4. |galiotasis atstovas:
Authorized representative:

5. Eksploataciniy savybiy pastovumo vertinimo ir tikrinimo sistema (-os):
AVCP sistema 2+

System/s of AVCP:

System 2+

6. a. Darnusis standartas:
a. Harmonized standard:
EN 1504-3:2005

Notifikuota jstaiga:
Notified body:

INSPECTA SERTIFIOINTI OY
0416-CPR-7096 Paraisten

b. Europinis jvertinimas: dokumentas
b. European Assessment: Document

UAB SAINT-GOBAIN STATYBOS GAMINIAI
Meénulio g. 7 » LT-04326 Vilnius * Lietuva
Tel. +370 5 2301 118 * www.saint-gobain.lt

www.saint-gobain.com



Europos techninis jvertinimas:
European Technical Assessment:
Techninio vertinimo jstaiga:
Technical Assessment Body:
Notifikuota jstaiga/-os:

Notified body/ies:

7. Deklaruojamos eksploatacinés savybés:

Declared performance/s:
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Esminés charakteristikos Eksploatacinés savybés | Darnioji techniné specifikacija
Essential chracteristics Performance Harmonized technical
specification
Atsparumo slégiui klasé R2
Compressive strength class
Chloridy kiekis 0.05 %
Contents of chlorides <Y °
Sukibimo jéga 1.5 MP
Adhesion strength >4 a
Susitraukimas / issiplétimas
>
Restrained shrinkage/expansion 1,5 MPa
Atsparumas karbonatams NPD
Carbonation resistance EN 1504-3:2005
Tamprumo modulis slegiant NPD '
Modulus of elasticity in compression
Terminis suderinamumas 515 MP
Thermal compatibility ! a
Kapiliary absorbcija 2. . 05
< k ’
Capillary absorption 0,5 kg/(m“xmin™)
Reakcija j liepsnag A2
Reaction to fire
Pavojingos medziagos Zr. SDL
Dangerous substances See MSDS

NPD = Efektyvumas néra nustatytas
NPD = No performance determined

8. Atitinkami techniniai dokumentai ir (arba) specifiniai techniniai dokumentai:

Appropriate Technical Documentation and/or Specific Technical Documentation:
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Nurodyto produkto eksploatacinés savybés atitinka visas deklaruotas eksploatacines savybes. Si
eksploataciniy savybiy deklaracija pateikiama vadovaujantis Reglamentu (ES) Nr.305/2011,
atsakomybé uz jos turinj tenka tik joje nurodytam gamintojui.

The performance of the product identified above is in conformity with the set of declared performance/s.

This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole
responsibility of the manufacturer identified above.

Deklaracijq pasirase:
Signed for and on behalf of the manufacturer by:
Henrik Nylander, Gamybos direktorius / Production Director

,) //'474-/// 7@,,//
Helsinki, 2016.09.01

ISraSymo vieta ir data Parasas
Place and date of issue Signature

EDS, CPR skyriaus Nr. 6(5) ir REACH reglamento (ES) Nr. 1907/2006, skyriaus Nr. 31 arba 33 reikalavimus
atitinkantys priedai:
Attachments to DoP according to CPR Article 6(5) and the REACH regulation (EC) No 1907/2006, Article 31 or Article 33

1. (31)Saugos duomeny lapai:
(31) Safety data sheet:

2. (33) Informacija apie pavojingas chemines medZiagas:
(33) Information on substances of very high concern:
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