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EKSPLOATACINIY SAVYBIU DEKLARACLA
DECLARATION OF PERFORMANCE
Pagal ES statybiniy produkty reikalavimy Il priedg (CPR), Nr. 305/2011
According Annex llI of the EU Construction Products Regulation (EU) no 305/2011
Nr. DoP-FI-180002-010713
No. DoP-FI-180002-010713

1. Unikalus identifikacijos kodas (produkto tipas):
Unique identification code of the product-type:
180002, weber.vetonit 3100 Hienotasoite

2. Tipas, partijos/serijos numeris, arba kitas elementas, leidZiantis identifikuoti statybinj produkta
pagal skyriaus 11 (4) reikalavimus:

Type, batch or serial number or any other element allowing identification of the construction product as
required pursuant to Article 11(4)

180002 (partijos/ pagaminimo data/ pagaminimo vieta yra atspausdinta ant pakuotés)

180002 (batch/ production date/ production site is printed on packaging)

3. Statybinio produkto paskirtis, pagal galiojancias harmonizuotas technines specifikacijas, nurodytas
gamintojo:

Intended use or uses of the construction product, in accordance with the applicable harmonized technical
specification, as foreseen by the manufacturer:

Cementinis grindy iSlyginamasis misinys skirtas naudoti pastaty viduje.

Cementitious floor screed material for use internally in buildings.

4. Pavadinimas, registruotas prekés pavadinimas arba registruotas prekinis Zenklas, gamintojo
kontaktiné informacija, pagal skyriaus 11(5) reikalavimus:

Name, registered trade name or registered trade mark and contact address of the manufacturer as required
pursuant to Article 11(5):

weber.vetonit 3100 Hienotasoite

Saint Gobain Weber Oy Ab

PL 70 (Stromberginkuja 2)

00381 Helsinki

Tel. +358 1044 22 00

Fax. +358 10 44 22 295

www.e-weber.fi

5. Jeigu yra, jgalioto atstovo, kurio jgaliojimai atitinka skyriaus 12(2) reikalavimus, pavadinimas ir
adresas:

Where applicable, name and contact address of the authorized representative whose mandate covers the
tasks specified in Article 12(2):
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6. Statybinio produkto efektyvumo jvertinimo ir patvirtinimo sistema arba sistemos, atitinkancios
priedo V reikalavimus:

AVCP sistema 3, Degumas

System or systems of assessment and verification of constancy of performance of the construction product
as set outin Annex V:

AVCP System 3, Reaction to fire

7. Eksplotaciniy savybiy deklaracija, susijusi su Statybos produktu, kuriam taikomas darnusis
standartas:

In case of the declaration of performance concerning a construction product covered by a harmonized
standard:

Sis produktas atitinka Europos reikalavimy darnujj standarta EN 13813: 2002 grindy islyginamiesiems
produktams ir paskirtas standartui: EN 13813 polimerais modifikuotas CT-C30-F7.

Notifikuotoji produkcijos kontrolés sertifikavimo jstaiga Nr 0402, SP Techniniy Tyrimy institutas
Svedijoje patvirtino produkcijos efektyvumg ir iSdavé pazyma: 0402-CPD-3P02024-01 Kiikala (reakcija
j ugnj/grindy islyginimieji produktai) pagal EN 13501-1: 2007 + Al: 2009.

This product complies with the requirement of the European harmonized standard EN 13813:2002 for floor
screeds and is designated by: EN 13813 Polymer-modified CT-C30-F7. The notified certification body No.
0402, SP Technical Research Institute of Sweden has issued the following certificate: 0402—-CPD-3P02024-01
Kiikala (reaction to fire/ floor screed) in accordance to EN13501-1:2007 + A1:2009.

8. Eksplotaciniy savybiy deklaracija, iSrasyta pagal statybiniams produktams taikoma Europos
Techninj Jvertinima:

In case of the declaration of performance concerning a construction product for which a European Technical
Assessment has been issued:

9. Deklaruojamas efektyvumas:
Declaration performance:

Pagrindinés charakteristikos Efektyvumas Harmonizuota techniné
Essential characteristics Performance specifikacija
Harmonized technical specification
Degumas (priesgaisrinéje situacijoje) A2q-s1 EN 13501-1
Reaction to fire (for explosive situations)
Korozija sukelianciy medziagy iSskyrimas CT
Release of corrosive substances
Vandens pralaidumas NPD
Water permeability
Vandens gary pralaidumas NPD
Water vapour permeability
Stipris gniuzdant C30
Compressive strength EN 13813:2002
Stipris lenkiant F7 Polymer-modified
Flexural strenght
Atsparumas trinciai (naudojamiems pavirSiams) NPD
Wear resistance (for wearing surfaces)
Garso izoliacija NPD
Sound insulation
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Pagrindinés charakteristikos Efektyvumas Harmonizuota techniné
Essential chracteristics Performance specifikacija

Harmonized technical specification

Garso sugérimas

Sound absorption NPD

Silumineé varia NPD EN 13813:2002
Thermal resistance Polymer-modified
Atsparumas chemikalams NPD

Chemical resistance

NPD = Efektyvumas néra nustatytas
NPD = No performance determined

10. Punktuose Nr. 1 ir 2 jvertintas produkto ekspotacinés savybés atitinka punkte Nr. 9 nurodyta
produkto efektyvuma. Siag eksplotaciniy savybiy deklaracijg iSrasé punkte Nr. 4 nurodytas gamintojas,
prisiimantis visg atsakomybe. Deklaracija pasirasé:

The performance of the product identified in points 1 and 2 is in conformity with the declared performance
in point 9. This declaration of performance is issued under the sole responsibility of the manufacturer
identified in point 4. Signed for and on behalf of the manufacturer by:

s ,,/"""'/ 7 /)/ / i‘
Helsinki 1.7.2013 R P 4 P
(paikka ja aika) - (allekirjpitﬁs)
(place and date of issue) (signature)
Henrik Nylander Gamybos vadovas ISraSymo vieta ir data

(vardas, pavardé ir pareigos)

ESD, CPR skyriaus Nr. 6(5) ir REACH reglamento (ES) Nr. 1907/2006, skyriaus Nr. 31 arba 33 reikalavimus
atitinkantys priedai:
Attachments to DoP according to CPR Article 6 (5) and the REACH regulation (EC) No 1907/2006, Article 31 or 33:

Saugos duomeny lapai
Safety data sheet.
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