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SAINT-GOBAIN

EKSPLOATACINIU SAVYBIY DEKLARACIJA

DECLARATION OF PERFORMANCE
Pagal ES statybos produkty reglamentg (angl. CPR) Nr. 305/2011
In accordance with EU Construction Products Regulation (CPR) no 305/2011 and Commission Delegated
Regulation (EU) No 574/2014

Nr. DoP-DE-010069 001

1. Unikalus identifikacijos kodas (produkto tipas):

Unique identification code of the product-type:

010069 001 (weber.therm plus ultra)

bendros paskirties skiedinys GP/general purpose mortar GP
pagal /according to DIN EN 998-1

2. Statybinio produkto paskirtis:

Intended use/s:

Bendros paskirties skiedinys GP skirtas vidaus ir iSorés miiro sieny tinkavimui/lyginimui.
General purpose mortar GP for rendering/plastering of exterior and interior masonry.

3. Gamintojas:
Manufacturer:

Saint-Gobain Weber GmbH
Schanzenstr. 84

D-40549 Diisseldorf
http://www.sg-weber.de

4. Jgaliotasis atstovas:
Authorised representative:

Netaikoma
Not applicable

5. Eksploataciniy savybiy pastovumo vertinimo ir tikrinimo sistema (-os):
AVCP sistema 4

System/s of AVCP:

AVCP System 4

6. Darnusis standartas:
Harmonised standart:
EN 998-1:2010

AT
SAINT—GOBAIN

T-GOBAIN STATYBOS GAMINIAI",
Vilnius, Lietu

UA
Menulio7 g, II-

PV mok. kodas LT 114
S El. pastas info.lt@:

obain.com




weber

~ SAINT-GOBAIN

7. Deklaruojamos eksploatacinés savybés:
Declared performance/s:

Pagrindinés charakteristikos Efektyvumas Harmonizuota techniné

Essential chracteristics Performance specifikacija
Harmonised technical
specification

Degumas Al

Reaction to fire

Vandens jgéris W2

Water absorption

Vandens pralaidumas po sendinimo cikly NPD

Water permeability after weathering cycles

Vandens gary laidumas p <25

Water vapour permeability 1

Sukibimo stipris
Adhesion strenght

> 0,08 N/mm?

Sukibimo stipris po sendinimo cikly
Adhesion after weathering cycles

NPD

Savitasis Siluminis laidis
Thermal conductivity

< 0,82 W/(m K) (P=50%)
< 0,89 W/(m K) (P=90%)

Savitasis Siluminis laidis
Thermal conductivity

NPD

OC skiedinio ilgaamZiskumas NPD
Durability of OC mortar

Visy skiediniy ilgaamziskumas, iSskyrus OC | NPD
Durability of all mortars except OC

Pavojingos medZiagos NPD

Dangerous substances

DIN EN 998-1:2010-12

NPD = Eksploatacinés savybés néra nustatytos
NPD = No performance determined

8. Atitinkami techniniai dokumentai ir (arba) specifiniai techniniai dokumentai:
Appropriate Technical Documentation and/or Specific Technical Documentation:

Netaikoma
Not applicable

Nurodyto produkto eksploatacinés savybés atitinka visas deklaruotas eksploatacines savybes. Si
eksploataciniy savybiy deklaracija pateikiama vadovaujantis Reglamentu (ES) Nr.305/2011,
atsakomybé uz jos turinj tenka tik joje nurodytam gamintojui.

The performance of the product identified above is in conformity with the set of declared performance/s.
This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole
responsibility of the manufacturer indentified above.
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Deklaracijg pasirasé:
Signed for and on behalf of the manufacturer by:

Bruno Reisch
Markus Becker

(Vardas, pavardé / Name)

Saint —Gobain Weber GmbH 10-01-2017 12:20
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EDS, CPR skyriaus Nr. 6(5) ir REACH reglamento (ES) Nr. 1907/2006, skyriaus Nr. 31 arba 33 reikalavimus

atitinkantys priedai:
Attachments to DoP according to CPR Article 6(5) and the REACH regulation (EC) No 1907/2006, Article 31 or Article 33

1. (31) Saugos duomeny lapai Netaikoma
(31) Safety data sheet. Not applicable

2. (33) Informacija apie pavojingas chemines medZiagas: Netaikoma
(33) Information on substances of very high concern: Not applicable
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